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GIAN 900 NEW
GIAN 600

GIAN glue or GIAN tape

GIAN 2s
GIAN 800
GIAN 2s
GIAN 400

GIAN 600

GIAN 10

GIAN 500

<

1200 - 1250 mm
2050 - 2200 mm
3050 - 3350 mm
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GIAN 5a
GIAN 10
GIAN 5a




DIN 51130 : 2014

R-standardization (Shoe Shod Ramp Test with subjects)

Zusammenfassung der Priifergebnisse Klassifizierung der
Rutschhemmung nach DIN 51130:2014

GIAN 0
GIAN 1
GIAN 2
GIAN 2s
GIAN 4
GIAN 5a
GIAN 6
GIAN 7
GIAN 8
GIAN 9
GIAN 10
GIAN 500
GIAN 600
GIAN 800
GIAN 900

R10
R12
R13
R13
R11
R13
R11
R13
R13
R13
R10

R12 | R11
R11
R11
new

16,5
34,1
>36,0
>37,0
23,1
>37,0
26,7
>37,0
36,9
>36,0
13,0

32,5h|252v

26,9
20,2
new

Table of comparison bfu / EMPA / Uni Wuppertal

p Friction coefficient O - 1 DIN 51130 R9 - 13 GIAN O - 800
1
0,60 35
certain R12 certain 1/500
0,45 27°
slightly R11 slightly 600/ 6 / 500
uncertain 190 uncertain 4/ 800
0,30

0,20

FSC 2000 print machine
measurements

Shoe Shod Ramp

Test with subjects
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